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Objectives f 4\ SEAE

1. Familiar with the composition and structural characteristics of the E70
steering system

2. Troubleshoot the E70 steering system

3. Master the removal and refitting and replacement methods and
precautions of the E70 steering system
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I. Structural characteristics of E70
steering system
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1. Steering Wheel
Steering wheel equipped with three spokes and airbag, and the E1 class model is equipped with

A/V system and Bluetooth control buttons.
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I. Structural characteristics of E70
steering system
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2. Type of steering gear and steering booster

Pinion-and-rack type mechanical steering gear with steering column electric booster.
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1. Steering gear assembly 4. Nut 7. Tie rod inner ball joint
2. Tie rod outer ball joint {LH) . Clamp 8. Camp
3. Tie rod outer ball joint (RH) 6. Steering gear dust cover
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II. Precautions for Service

) 4@

« Before servicing the airbag system, turn the starting switch to the OFF position, and disconnect
the battery negative cable. and wait at least 3 min. That is because, within about 3 min after
battery positive and negative cables are disconnected, the airbag and seat belt pretensioner may
still deploy. Therefore, no work related with airbag system connector or circuit should be
performed within 3 min.

« Be careful when operating the airbag. Place the driver's airbag always with the padded surface
upward.

» Do not use non-reusable parts repeatedly. (steering wheel lock nut, ball lock pin, dust cover
fixing clamp)

« After completion of steering system servicing, make 4 wheels of the vehicle contact the ground

in no-load condition, conduct final tightening and then check wheel alignment.
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Practical tasks
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Cognize the E70 steering system structure, and remove and refit it if necessary.
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